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1/4 x 1 1/2" STRAPS
W/3/4" SPACE

1/2" ROD

SPECIFICATIONS

MATERIAL
The TR-12 modified trash receptacle shall be 
fabricated with 1/4 x 1 1/2" mild steel vertical 
slats welded to 1/4 x 1 1/2" hoops. Flared 
straps shall be welded to 1/2" rod. All steel 
shall conform to ASTM A36 hot rolled steel 
and shall be wheelabrated prior to 
fabrication.

Liner shall be standard 35 gallon galvanized 
metal can powder coated to match the 
receptacle.

Anchor bolts by others

WELDS
All welds between flat straps shall be smooth, 
continuous fillet welds ground smooth where 
necessary, to remove any burs or sharp 
edges. Where flared straps meet 1/2" rod, all 
welds are ground smooth for appearance. 

PROTECTIVE COATINGS
Following fabrication the receptacles shall be 
cleaned and treated with an iron phosphate 
process prior to the coating application. This 
process shall include a non-chromated 
alkaline cleaner and an iron phosphate 
treatment followed with an acidic sealer for 
maximum adhesion.  The protective coating 
shall be polyester or polyester TGIC powder 
applied by the dry electrostatic method.  The 
resultant coating shall be minimum of 4 mils 
thick on all surfaces.

OPTIONS
lock
flat top
ash dome top
Leveling feet

TR-12 Trash Receptacle with Side Opening 
and optional 35 gallon liner

25"

1/4 x 1 1/2" BASE RING

40"

16 GA. SPUN STEEL DOME TOP 
POWDERCOATED TO MATCH

29 3/4" 


